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CHAPTER 5 

NNNEEEEEEDDDEEEDDD   IIINNNFFFRRRAAASSSTTTRRRUUUCCCTTTUUURRREEE   

Public facilities and services, as well as privately vended utilities, 

will be extended and upgraded to serve future development in the 

planning area through traditional means.  

PPUUBBLLIICC  FFAACCIILLIITTIIEESS  

TTRRAANNSSPPOORRTTAATTIIOONN  ((CCIITTYY))  
The transportation analysis assumes the existing interchange will 

need to be improved because only two lanes are provided on the I-5  / 

La Center Road overcrossing.  This configuration does not allow for 

left-turn lanes and the closely spaced local street intersections reduce 

the interchangeΩǎ efficiency and safety. 

Consistent with transportation modeling for Clark County, the 

analysis year for the subarea plan is 2030.  Because the subarea was 

not assumed to develop in the latest modeling prepared by the 

Southwest Washington Regional Transportation Council, trip 

generation potential for the area was added to the background 2030 

traffic volumes already anticipated. This trip generation potential was 

ŜǎǘƛƳŀǘŜŘ ōŀǎŜŘ ƻƴ ǘƘŜ ŎƛǘȅΩǎ ǇǊƻǇƻǎŜŘ ȊƻƴƛƴƎ ŀƴŘ ǊŜǾƛŜǿ ƻŦ 

developable acreages. 

I-5 INTERCHANGE 

Three options were developed for further review, based on 

consideration of access requirements, safety, intersection spacing, 

roadway connectivity, and impacts on sensitive lands. In this analysis, 

the alternatives are addressed in more detail including roadway 

widths, intersection traffic control, and costs.  

As the area develops, the existing roadways and interchange of La 

Center Road with I-5 will need to be improved to handle increased 

traffic volumes and provide access to properties in the area. 

Alignment options were reviewed with the following 

considerations: 

¶ Need for interchange improvements 
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¶ Relocation of Paradise Park for intersection spacing 

¶ Relocation of NW 31st Avenue for intersection spacing 

¶ Minimizing impacts on sensitive lands 

¶ Providing access to properties in the area 

¶ Providing local connectivity throughout the sub-area and to 

Ridgefield 

¶ Minimizing access locations on La Center Road 

¶ Ability to accommodate casino traffic 

¶ Right-of-way needs 

¶ Costs of construction 

With each option, the necessary roadway widths and intersection 

traffic control are identified as needed to accommodate traffic 

volumes anticipated with development of the sub-area in 2030.   

Each option alternatively addresses the probable traffic generated 

ōȅ [ŀ /ŜƴǘŜǊΩǎ ƎǊƻǿǘƘ ŀƴŘκor a casino-resort that would result from 

federal approval of a new reservation for the Cowlitz Tribe. 

Option 1 maintains the existing diamond interchange configuration 

while relocating the south approaches of NW 31st Avenue and Paradise 

Park Road to La Center Road away from the interchange. The north 

approach of Paradise Park Road would be closed, with traffic re-routed 

to NW 324th Street and a new extension of NW 26th Avenue south to 

La Center Road.  The construction cost estimate is $25,672,000 with 

right-of-way acquisition estimated at 16.5 acres.  

Option 1 with casino-resort.  With the addition of traffic from the 

proposed casino, two through lanes would be needed in each 

direction on the structure, increasing the width from five to seven 

lanes. The optƛƻƴ ǿƻǊƪǎ ǿŜƭƭ ǿƛǘƘ ǘƘŜ ŎŀǎƛƴƻΩǎ Ǉƭŀƴ ǘƻ ŀƭƛƎƴ омфth 

Street to the south, and would not change the alignments east of the 

freeway other than increasing the width of La Center Road as it 

approaches the interchange.  The construction cost estimate is 

$27,699,000 with right-of-way acquisition estimated at 16.0 acres.  

Option 2 also maintains the existing diamond interchange, but 

provides an additional overcrossing of I-5, connecting NW 31st Avenue 

on the south with NW 26th Avenue on the north. A new connector 

road would be provided between NW 319th Street and NW 31st 

Avenue, and Paradise Park Road south of La Center Road would 

connect with the new roadway. As with Option 1, the north approach 

of Paradise Park Road would be closed, with traffic re-routed to NW 

324th Street and a new extension of NW 26th Avenue south to La 

Center Road.  The construction cost estimate for Option 2 is 

$30,311,000 with right-of-way acquisition estimated at 17.0 acres. 

Option 2 with casino-resort.  Development of a casino would 
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require widening of La Center Road from five to six lanes through the 

interchange, and from three to five lanes west of the interchange. One 

additional lane would also be required on the off-ramps with the 

casino. The construction cost estimate is $32,160,000 with right-of-

way acquisition estimated at 19.5 acres. 

Option 3 introduces a folded diamond interchange alignment, with 

southbound ramps on the north side of La Center Road, and 

northbound ramps on the south side of La Center Road. This allows 

local street connections of NW 31st Avenue and the north approach of 

Paradise Park Road to remain near their current alignments, 

intersecting La Center Road opposite the ramps. A new extension of 

NW 26th Avenue south to La Center Road would still be provided, with 

the south approach consisting of a realignment of Paradise Park Road. 

One less signal would be needed on La Center Road than with Options 

1 and 2.  The construction cost estimate is $27,471,000 with right-of-

way acquisition estimated at 17.5 acres. 

Option 3 with casino-resort.  Development of the casino would 

require widening of La Center Road through the interchange to 

provide a right-turn lane to the southbound loop ramp, and from 

three to five lanes west of the interchange. One additional lane would 

also be required on the off-ramps and a second southbound on-ramp 

would be needed to I-5 with the casino. The construction cost 

estimate increases to $29,491,000 with right-of-way acquisition 

estimated at 19.5 acres. 

ARTERIALS/COLLECTORS 

The need for new and realigned local and arterial street 

connections was reviewed for the sub-area. Considerations in review 

of alignment alternatives included the following: 

¶ Utilization of existing roadways to the extent possible 

¶ The need to improve intersection spacing at the I-5 

interchange 

¶ Limiting access locations on La Center Road, an arterial 

¶ Providing access to parcels 

¶ Avoidance of sensitive areas 

¶ Providing direct connections where possible 

Many of the key roadway and bridge investments needed in the 

subarea are already programmed in the current adopted 20-year 

Capital Facilities Plan. 

24th/26 th Avenue.  The City of La Center has included in its 

Comprehensive Plan a new bridge across the East Fork Lewis River. 

This bridge would be located in the area north of the sub-area and 
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east of I-5. It has been assumed the roadway approaching the future 

bridge would follow the alignments of 24th / 26th Avenues. Utilizing the 

existing road alignments reduces the need for new right of way and 

additional road construction.  

Currently, a short section of 329th Street connects between 24th 

and 26th Avenues with 90-degree turns. In anticipation of development 

within the sub-area and of the future bridge connection, this 

alignment would need to be improved for safety and capacity. The 

most logical alignment is to smooth out the curves with a centerline 

ǊŀŘƛǳǎ ƻŦ рлл ŦŜŜǘΣ ǊŜǎǳƭǘƛƴƎ ƛƴ ŀƴ ά{έ ŎǳǊǾŜ ōŜǘǿŜŜƴ нпth and 26th 

Avenues. The corners remaining between the new alignment and the 

existing 90-degree curves could be used for stormwater treatment.  

Other alignment options were considered as well. Longer radii on 

ǘƘŜ ά{έ ŎǳǊǾŜ ǿƻǳƭŘ ǊŜǉǳƛǊŜ ƳƻǊŜ ǊƛƎƘǘ-of-way. Shorter radii on the 

ά{έ ŎǳǊǾŜ ǿƻǳƭŘ ǊŜŘǳŎŜ ǊƻŀŘǿŀȅ ǎǇŜŜŘ ŀƴŘ ŎŀǇŀŎƛǘȅ ōŜƭƻǿ ŀŎŎŜǇǘŀōƭŜ 

levels. Simply extending the existing alignment of either 24th or 26th 

Avenue would impact more sensitive areas. Therefore these options 

were dismissed in favor of the former option. 

We have assumed an extension of 26th Avenue south from 324th 

Street to a new intersection at La Center Road, as shown in the 

¢ǊŀƴǎǇƻǊǘŀǘƛƻƴ 9ƭŜƳŜƴǘ ƻŦ ǘƘŜ /ƛǘȅΩǎ /ŀǇƛǘŀƭ CŀŎƛƭƛǘƛŜǎ tƭŀƴΦ ¢Ƙƛǎ ƴŜǿ 

road connection would provide a continuous roadway alignment 

between La Center Road and a new bridge and allow for increased 

spacing from the I-5 interchange. 

31st Avenue provides a local street connection to the City of 

Ridgefield. The roadway becomes 45th Avenue in the city limits of 

Ridgefield and intersects Pioneer Street (State Route 501) at a recently 

constructed roundabout. As both cities continue to develop, this 

roadway will become an important route between the cities and will 

provide access to developing areas. 

The intersection of 31st Avenue with 319th Street is located only 100 

feet from the I-5 southbound ramp terminal. WSDOT has indicated 

this spacing will need to be addressed before any improvements are 

made to the interchange. WSDOT does not have a minimum spacing 

standard for the interchange, but we recommend a minimum of 600 

feet be provided between freeway ramps and the nearest intersection 

to provide adequate distances for queuing, maneuvering, and 

developing turn lanes. 

A realignment of 31st Avenue to the west is limited by the presence 

of sensitive areas south of 319th Street.  

The Cowlitz Tribe Casino project proposes relocating the 31st 

Avenue/319th Street intersection approximately 600 feet west of the 
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southbound I-5 ramps. We have considered an additional alignment 

further to the west, approximately 1,500 feet from the southbound I-5 

ramps, which would allow the roadway to provide access to industrial 

parcels within the sub-area. This alignment would route the roadway 

to the west along a 313th Street alignment, then north along a 38th 

Avenue alignment. 

Paradise Park Road runs along the east side of I-5, north and south 

of La Center Road, with an intersection only 125 feet east of the I-5 

northbound ramp. As with 31st Avenue on the west side of the 

interchange, this intersection would need to be relocated to the east 

with any interchange improvement.  

Moving the roadway to the next property line would only result in 

intersection spacing of 450 feet, and would leave an offset with 26th 

Avenue, the roadway alignment towards a future bridge. 

An alternative to align the south approach of Paradise Park Road 

opposite an extension of 26th Avenue was also considered, creating an 

intersection on La Center Road 1,000 feet from the I-5 northbound 

ramp. Access to the north approach of Paradise Park Road would be 

provided through the existing alignment of 324th Street, and Paradise 

Park Road would terminate in a cul-de-sac north of La Center Road to 

provide access to existing parcels. 

324th Street currently provides access from Paradise Park Road to 

the properties at the northeast quadrant of the sub-area. It will 

continue to provide access between Paradise Park Road and 26th 

Avenue (new road alignment to a future bridge), as well as access to 

adjacent properties. 

If the existing Paradise Park Road intersection with La Center Road 

is closed and traffic routed to 26th Avenue along 324th Street, 

improvements would be needed at the current alignments of 31st 

Avenue with Paradise Park Road and 324th Street. An alignment 

connecting 324th Street directly to Paradise Park Road at the current 

31st Avenue intersection is recommended. This would provide a 90-

degree intersection, as opposed to the current skewed approach of 

31st Avenue. A new intersection would be provided for 31st Avenue at 

324th Street, approximately 275 feet to the east of Paradise Park Road. 

LOCAL STREETS 

Additional local streets will be needed to connect private 

properties with the arterial system. The cost of constructing all 

necessary local streets is to be borne by the land developer. 
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TRANSIT 

The City of La Center is currently served by C-¢w!bΩǎ ƘȅōǊƛŘ ŦƛȄŜŘ-

route service that includes dial-a-ride functionality. This service is 

expected to continue into the foreseeable future and will likely expand 

commensurately with overall travel demand.   

SIDEWALKS, TRAILS AND BIKE LANES 

The city intends that all new arterials and collectors within the 

urban growth area shall have on-street bike lanes. These facilities are 

included in the estimated costs for arterials and collectors. 

PPOOTTAABBLLEE  WWAATTEERR  
Clark Public Utilities (CPU) is the purveyor of potable water within 

the subarea. CPU is in the process of acquiring and constructing four 

well-heads along the north shore of the Lewis River just west of the I-5 

Bridge.  These wellheads will be connected to a pumping and pre-

treatment facility located in the triangle of NW Paradise Park Road and 

NW 31st Avenue, in the northeast quadrant of the I-5 interchange. 

From there, the extension of water mains is not constrained and will 

be consistent ǿƛǘƘ ǘƘŜ ǳǘƛƭƛǘȅΩǎ ǇƭŀƴǎΦ ¢ƘŜ Ŏƻǎǘ ƻŦ ŜȄǘŜƴŘƛƴƎ ǿŀǘŜǊ 

mains (approximately $35 to $55 per linear foot) is to be borne by the 

land developer.   

Water mains will generally follow public rights-of-way. 

SSTTOORRMMWWAATTEERR  
Stormwater is rainfall that runs off buildings, pavement, yards and 

fields.  It picks up pollutants and carries them to streams, lakes and 

wetlands.  Poor stormwater management causes erosion, flooding, 

decreased groundwater recharge, may pose a serious health risk and 

impact fish habitat.  Practices such as the use of bio-filtration swales 

and detention/filtration basins are typical but are now under re-

consideration by the state. Green infrastructure methods such as low 

impact developments, open drainage and constructed wetlands rather 

than piped systems, maximizing tree coverage, and the use of pervious 

paving materials appear to be part of a new emerging system.  

5ŜǾŜƭƻǇƳŜƴǘǎ ŀǊŜ ǊŜǉǳƛǊŜŘ ǘƻ ŎƻƳǇƭȅ ǿƛǘƘ [ŀ /ŜƴǘŜǊΩǎ ǎǘƻǊƳǿŀǘŜǊ 

regulations in LCMC 18.320 which are based upon the 1992 

Stormwater Management Manual for the Puget Sound Basin.  

Developments greater than one acre must obtain and comply with a 

Department of Ecology Construction Stormwater General Permit 

during construction.    
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All compliance costs are borne by the land developer.  These costs 

vary widely but typically range from 10 to 20 percent of the total 

project cost. 

WWAASSTTEEWWAATTEERR  ((CCIITTYY))  
The city is currently upgrading its wastewater treatment plant to 

membrane bioreactor technology at a cost of about $11M.  Treatment 

capacity for about 0.7 million gallons a day (MGD) is expected to be 

online in 2010.  Capacity can then be increased incrementallyτto 2.8 

MGDτwith the purchase of additional membranes and a 

reconstructed outfall. 

/ƻƴƴŜŎǘƛƻƴ ǘƻ ǘƘŜ ŎƛǘȅΩǎ ǳǘƛƭƛǘȅ ǊŜǉǳƛǊŜǎ ŀ ƻƴŜ-time system 

development charge of $7,800.  Current monthly rates are $51 per 

equivalent residential unit (ERU). 

Conveyanceτthe connection from the developed property to the 

plantτis the sole responsibility of the land developer.  ά[ŜŀǇ-ŦǊƻƎέ 

development, which bypasses buildable land, will pay a premium for 

the privilege.  Thiǎ ƛƴƛǘƛŀƭ Ŏƻǎǘ Ƴŀȅ ōŜ ƻŦŦǎŜǘ ōȅ ŀ ƭŀǘŜŎƻƳŜǊǎΩ 

agreement or local improvement district. 

The city has developed a preliminary design for extension of a 

sewer main running along La Center Road to the I-5 junction after 

studying four different alternatives.  They included: 

¶ A gravity collection system that crosses the East Fork west 

of the La Center Bridge,  

¶ Two siphon systems that cross the La Center Bridge, and  

¶ A forced-main system that pumps sewage across the La 

Center Bridge. 

In addition, different means of phasing in construction of the 

collection systemτto reduce initial capital costsτwere considered.  

This included building lift stations in phases, piping layouts to allow for 

future parallel piping, and constructing different routes. 

The recommended collection system alternative consists of a main 

to run along La Center Road, a sewage lift station at McCormick Creek 

and a siphon under the La Center Bridge.  During final design, a 

computer hydraulic analysis is needed to determine the suitability and 

best location for a siphon.  If a siphon will not work, a lift station near 

the La Center Bridge would be required. 

The La Center Road Lift Station would consist of two separate 

submersible lift stations completed in two phases.  In the first phase a 

млέ ŦƻǊŎe main would be needed from the La Center Road Lift Station 

to the top of the hill at approximately NW Eagle Crest Drive.  At the La 

Center Bottoms Siphon a force main would connect with the existing 
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уέ ŦƻǊŎŜ Ƴŀƛƴ ƭƻŎŀǘŜŘ ƛƴ [ŀ /ŜƴǘŜǊ wƻŀŘ ǎƻǳǘƘ ƻŦ ǘƘŜ ōǊƛŘƎŜΦ  !ƴ уέ 

force main underneath the bridge would be installed to connect 

existing force mains on both sides of the bridge.  In the second phase, 

ŀ ǎŜŎƻƴŘ уέ ŦƻǊŎŜ Ƴŀƛƴ ŦǊƻƳ ǘƘŜ [ŀ /ŜƴǘŜǊ .ƻǘǘƻƳǎ {ƛǇƘƻƴ ǿƻǳƭŘ ōŜ 

bored under the river to the influent manhole in front of the 

Wastewater Treatment Plant.  A gravity collection system would serve 

the Junction area down to the La Center Road Lift Station.  A gravity 

collection system would also serve the Timmen Road Area down to the 

La Center Bottoms Siphon.  Gravity collection systems would be sized 

to handle the 20-year build-out flows and would not be done in 

phases.  Additional lift stations would be needed for the area west of I-

5 and north of NW 324th Street.   

The preliminary design cost estimate for the recommended 

alternative is $4.88 Million for the first phase and $2.75 Million for the 

second phase.  These costs are for the sewer system along La Center 

Road from the bridge to the I-5 Junction.  Possible financing 

alternatives for this collection system backbone include latecomer 

fees, creation of a Local Improvement District, working with the Port 

of Ridgefield, or a public-private partnership. 

PPAARRKKSS,,  TTRRAAIILLSS  &&   OOPPEENN  SSPPAACCEE  ((CCIITTYY))  
There are no proposed parks within the subarea.  However, 

quarter-ŀŎǊŜ ΨŦŀƳƛƭȅ ǇŀǊƪǎέ ŀǊŜ ǊŜǉǳƛǊŜŘ ŦƻǊ ŜŀŎƘ ор ǳƴƛǘǎ ƻŦ ƳŜŘƛǳƳ 

density residential development.  This is expected to yield roughly two 

acres of parks within the MDR-16 zoning districts.   

The current Capital Facilities Plan calls for six city trails within the 

subarea, four of which are on-street.  The fifth follows one of 

McCormick CreekΩǎ tributaries as it winds ŀƭƻƴƎ ǘƘŜ ǎǳōŀǊŜŀΩǎ 

southeastern border.  The sixth city trail would follow an unnamed 

tributary to the East CƻǊƪ [Ŝǿƛǎ wƛǾŜǊ ƛƴ ǘƘŜ ǎǳōŀǊŜŀΩǎ northeast 

quadrant.  All told, there are 5.4 miles of on-street and off-street.   

In addition, Vancouver/Clark Parks envisions trails along the East 

Fork Lewis River, Paradise Park Road, McCormick Creek, and Allen 

Canyon Creek.  Finally, WSDOT lists I-5 as a bicycle route. 

These facilities are funded through Park Impact Fees paid by 

residential developers.  The current Park Impact Fee (PIF) rate is 

$4,000 per new dwelling unit. 
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Table 10. Subarea Trails 

ID Site Project Description 
% within 
subarea 

Length 
(mi) Est. Cost 

T1 Paradise Point trail Design / construct a Type 3 trail 100.00% 0.19 $46,000 

T2 West-side connector Design / construct a Type 5 trail 100.00% 1.93 $541,000 

T5 La Center Road pathway Design / construct a Type 5 trail 26.93% 1.01 $282,496 

T17 Tri-Mountain Trail Design / construct a Type 3 trail 100.00% 0.44 $104,000 

T18 NW 31st pathway Design / construct a Type 5 trail 100.00% 1.02 $285,000 

T19 NW 299th pathway Design / construct a Type 5 trail 100.00% 0.80 $224,000 

    5.39 $1,482,495 

 

PPUUBBLLIICC  SSCCHHOOOOLLSS  
The Ridgefield School District serves the subarea and currently has 

a total student population of 2,121.  Their Capital Facilities Plan (2008-

2014) forecasts enrollment growth to be on the order of 10,000 to 

16,000 students by 2027 with a general district population of 59,000.  

This equates to a 500% to 800% student growth rate over 20 years. 

The district intends to meet this demand by building a new 1,200 

student high school, converting the existing high school to a middle 

school, and converting the existing middle school to an elementary 

school.  Additional capacity will be provided at the new middle and 

elementary schools. 

The capital facilities plan identifies the cost at $154 million with 

heavy reliance (nearly 90%) upon voter approved bonds.  

!ŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ŘƛǎǘǊƛŎǘΩǎ ŎǳǊǊŜƴǘ ŎŀǇƛǘŀƭ ŦŀŎƛƭƛǘƛŜǎ ǇƭŀƴΣ ά¢ƘŜ 

District has a limited history of passing capital project bond elections 

to address the needs of the growing student population.  In November 

2005 and May 2006 the voters did not pass bond issues that are 

ǊŜǉǳƛǊŜŘ ǘƻ ŎƻƴǎǘǊǳŎǘ ŀ ƴŜǿ ƘƛƎƘ ǎŎƘƻƻƭΦ  ¢ƘŜ ŘƛǎǘǊƛŎǘΩǎ ǾƻǘŜǊǎ ŘƛŘΣ 

however, approve a bond to purchase the high school property and 

they approved the most recent maintenance and operation levy.έ   

Roughly $10 million would come from impact fees assessed on new 

development.  The current impact fee for a single family household is 

$4,490.97. 

PPUUBBLLIICC  SSEERRVVIICCEESS  

FFIIRREE  RREESSPPOONNSSEE  &&   EEMMEERRGGEENNCCYY  MMEEDDIICCAALL  
Clark County Fire & Rescue (formerly Clark County Fire District 12) 

provides basic fire response and, by contract, emergency medical 
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services to the subarea.  Funding is provided under an operating levy 

and occasional capital improvement bonds coordinated by CCF&R. 

LLAAWW  EENNFFOORRCCEEMMEENNTT  ((CCIITTYY))  
There is no additional need for law enforcement beyond that 

envisioned within the La Center Urban Area Capital Facilities Plan 

(2008)1.  Revenue for police services is provided by the La Center 

General Fund, the Criminal Justice Fund and occasional grants-in-aid.   

OOTTHHEERR  GGOOVVEERRNNMMEENNTT  SSEERRVVIICCEESS  

PPOORRTT  OOFF  RRIIDDGGEEFFIIEELLDD  
The port continues to promote North Clark County as a premier 

area for industry and technology.  The port will continue to partner 

with business interests, local and state agencies, schools, higher 

education, utilities, and others to provide coordinated infrastructure 

and services and is seeking additional property to ensure an adequate 

industrial land inventory for future economic development. The port is 

funded by a property tax levy and revenues generated from its 

property holdings. 

OOTTHHEERR  UUTTIILLIITTIIEESS  

EELLEECCTTRRIICCIITTYY  
Clark Public Utilities (CPU) is the electricity purveyor within the 

subarea.  The extension of electrical power to properties ($180/linear 

foot) is the financial responsibility of the land developer.  CPU has 

purchased a 5-acre piece of property at the northeast corner of NW 

324th Street and NW 24th Avenue for a future substation to serve the 

junction area.    

NNAATTUURRAALL  GGAASS  
NW Natural Gas provides natural gas within the subarea. The 

extension of gas mains to properties is the financial responsibility of 

the land developer.   

Williams Pipeline operates a large-diameter, high-pressure 

interstate transmission line for natural gas which is located 

                                                             
1
 Approximately 25 to 26 full-time equivalent (FTE) positions. 
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immediately east of the subarea. 

TTEELLEECCOOMMMMUUNNIICCAATTIIOONNSS  
Telecommunications is provided under a non-exclusive franchise 

agreement with the city.  Current franchisees include TDS (land-line 

phone) and Comcast (wireless phone and data).  Extension of 

telecommunications service is the responsibility of the land developer. 

WWAASSTTEE  &&  RREECCYYCCLLIINNGG  
Waste Connections Inc., under contract to Clark County, provides 

for expansion of services to cover annexations.  

SSUUMMMMAARRYY  
The City of La Center is responsible for the provision of adequate 

transportation, wastewater and parks/open space infrastructure.  The 

following table identifies the anticipated costs of providing basic 

infrastructure necessary for the development of the subarea: 

 

 Table 11. Summary of Estimated Costs 

Type Est. Cost 

Transportation* $32,160,000 

Wastewater Conveyance 7,630,000 

Parks/Trails/Open Space 1,482,496 

 $41,272,496 

*Assumes most expensive option. 
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