STORMWATER MANAGEMENT MANUAL FOR THE PUGET SOUND BASIN

Table III-1.3 SCS Western Washington Runoff Curve Numbers
(Published by SCS in 1982) Runoff curve numbers for selected agricultural,
suburban and urban
land use for Type 1A rainfall distribution, 24-hour storm duration.

LAND USE DESCRIPTION CURVE NUMBERS BY
HYDROLOGIC SOIL GROUP
A B C D
Cultivated land(l): winter condition 86 91 94 95
Mountain open areas: low growing brush & grasslands 74 82 89 92
Meadow or pasture: 65 78 85 89
Wood or forest land: undisturbed 42 64 76 81
Wood or forest land: young second growth or brush 55 72 81 86
Orchard: with cover crop 81 88 92 94
Open spaces, lawns, parks, golf courses, cemeteries,
landscaping.
Good condition: grass cover on :75% of the 68 80 86 90
area
Fair condition: grass cover on 50-75% of 77 85 90 92
the area
Gravel roads & parking lots: 76 85 89 91
Dirt roads & parking lots: 72 82 87 89
Impervious surfaces, pavement, roofs etc. 98 98 98 98
Open water bodies: lakes, wetlandg, ponds etc. 100 100 100 100

Single family residential(2):

Dwelling Unit/Gross Acre $Impervious(3) Separate curve number
1.0 DU/GA 15 shall be selected for
1.5 DU/GA 20 pervious & impervious
2.0 DU/GA 25 portions of the site
2.5 DU/GA 30 or basin
3.0 DU/GA 34
3.5 DU/GA 38
4.0 DU/GA 42
4.5 DU/GA 46
5.0 DU/GA 48
5.5 DU/GA 50
6.0 DU/GA 52
6.5 DU/GA 54
7.0 DU/GA 56

PUD's, condos, apartments, %impervious

commercial businesses & must be

industrial areas computed

(1) For a more detailed description of agricultural land use curve numbers refer

(2
(

to National Engineering Handbook, Sec. 4, Hydrology, Chapter 9, August 1972.
) Assumes roof and driveway runoff is directed into street/storm system.
3) The remaining pervious areas (lawn) are considered to be in good
condition for these curve numbers.
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STORMWATER MANAGEMENT MANUAL FOR THE PUGET SOUND BASIN

Table III-1.5

Values of the Roughness Coefficient,

"R

Type of Channel Manning's Type of Channel Manning's
and Description n* and Description -
(Normal) (Normal)
A. Constructed Channels 6. Sluggish reaches, weedy 0.070
a. Earth, straight and uniform deep pools
1. Clean; recently completed 0.018 7. Very weedy reaches, deep 0.100
2. Gravel, uniform section, 0.025 pools, or floodways with
clean heavy stand of timber and
3. With short grass, few 0.027 underbrush
weeds b. Mountain streams, no vegetation
b. Earth, winding and sluggish 0.025 in channel, banks usually steep,
1. No vegetation 0.025 trees and brush along banks
2. Grass, some weeds 0.030 submerged at high stages
3. Dense weeds or aquatic 1. Bottom: gravel, cobbles, and 0.040
plants in deep channeis 0.035 few boulders
4. Earth bottom and rubble 2. Bottom: cobbles with large 0.050
sides 0.030 boulders
5. Stony bottom and weedy B-2 Flood plains
banks 0.035 a. Pasture, no brush
6. Cobble bottom and clean 1. Short grass 0.030
sides 0.040 2. High grass 0.035
¢. Rock lined b. Cultivated areas
1. Smooth and uniform 0.035 1. No crop 0.030
2. Jagged and irregular 0.040 2. Mature row crops 0.035
d. Channels not maintained, 3. Mature field crops 0.040
weeds and brush uncut c. Brush
1. Dense weeds, high as flow 1. Scattered brush, heavy 0.050
depth 0.080 weeds
2. Clean bottom, brush on 2. Light brush and trees 0.060
sides 0.050 3. Medium to dense brush 0.070
3. Same, highest stage of 4. Heavy, dense brush 0.100
flow 0.070 d. Trees
4. Dense brush, high stage 1. Dense willows, straight 0.150
B. Natural Streams 0.100 2. Cleared land with tree 0.040
B-1 Minor streams (top width at stumps, no sprouts
flood stage < 100 ft.) 3. Same as above, but with 0.060
a. Streams on plain heavy growth of sprouts
1. Clean, straight, full stage 4. Heavy stand of timber, a few 0.100
no rifts or deep pools 0.030 down trees, little
2. Same as above, but more undergrowth, flood stage
stones and weeds 0.035 below branches
3. Clean, winding, some 5. Same as above, but with 0.120
pools and shoals 0.040 flood stage reaching
4. Same as above, but some branches
weeds 0.040
5. Same as 4, but more
stones 0.050
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Isopluvial Map for Clark County
2-Year, 24-Hour Design Storm
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Isopluvial Map for Clark County
10-Year, 24-Hour Design Storm
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Isopluvial Map for Clark County
25-Year, 24-Hour Design Storm
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APPENDIX B

Stormwater Models



APPENDIX C

Basin Maps

Pre-Developed
Post-Developed



APPENDIX D

Geotechnical Report



APPENDIX E

Operations and Maintenance Manual



